
MODEL Tube Size Thread Size MODEL Tube Size Thread Size

SCMPD 04-G1/8 4mm G1/8 SCMPD 06-M8*1 6mm M8*1

SCMPD 04-M6*1 4mm M6*1 SCMPD 06-M10*1 6mm M10*1

SCMPD 04-M8*1 4mm M8*1 SCMPD 08-1/8 8mm 1/8

SCMPD 04-M10*1 4mm M10*1 SCMPD 08-M6*1 8mm M6*1

SCMPD 06-1/8 6mm 1/8 SCMPD 08-M8*1 8mm M8*1

SCMPD 06-M6*1 6mm M6*1 SCMPD 08-M10*1 8mm M10*1

MODEL Tube Size MODEL Tube Size

SCMPY 04 4mm SCMPY 5/32 5/32

SCMPY 06 6mm SCMPY 1/4 1/4

SCMPY 08 8mm SCMPY 5/16 5/16

SCMPY 10 10mm SCMPY 3/8 3/8

SCMPY 12 12mm SCMPY 1/2 1/2

SCMPY 16 16mm SCMPY 3/4 3/4

MODEL Tube Size MODEL Tube Size

SCMPE 04 4mm SCMPE 5/32 5/32

SCMPE 06 6mm SCMPE 1/4 1/4

SCMPE 08 8mm SCMPE 5/16 5/16

SCMPE 10 10mm SCMPE 3/8 3/8

SCMPE 12 12mm SCMPE 1/2 1/2

SCMPE 16 16mm SCMPE 3/4 3/4

MODEL Tube Size Thread Size MODEL Tube Size Thread Size

HCVPC 04-M4*0.75 4mm M4*0.75 HCVPC 5/32-M4*0.75 5/32 M4*0.75

HCVPC 04-M5*1 4mm M5*1 HCVPC 5/32-M5*1 5/32 M5*1

HCVPC 04-M6*0.75 4mm M6*0.75 HCVPC 5/32-M6*0.75 5/32 M6*0.75

HCVPC 04-M6*1 4mm M6*1 HCVPC 5/32-M6*1 5/32 M6*1

HCVPC 04-M8*1 4mm M8*1 HCVPC 5/32-M8*1 5/32 M8*1

HCVPC 04-M10*1 4mm M10*1 HCVPC 5/32-M10*1 5/32 M10*1

HCVPC 04-M10*1.25 4mm M10*1.25 HCVPC 5/32-M10*1.25 5/32 M10*1.25

HCVPC 06-M4*0.75 6mm M4*0.75 HCVPC 1/4-M4*0.75 1/4 M4*0.75

HCVPC 06-M5*1 6mm M5*1 HCVPC 1/4-M5*1 1/4 M5*1

HCVPC 06-M6*0.75 6mm M6*0.75 HCVPC 1/4-M6*0.75 1/4 M6*0.75

HCVPC 06-M6*1 6mm M6*1 HCVPC 1/4-M6*1 1/4 M6*1

HCVPC 06-M8*1 6mm M8*1 HCVPC 1/4-M8*1 1/4 M8*1

HCVPC 06-M10*1 6mm M10*1 HCVPC 1/4-M10*1 1/4 M10*1

HCVPC 06-M10*1.25 6mm M10*1.25 HCVPC 1/4-M10*1.25 1/4 M10*1.25

HCVPC 08-M4*0.75 8mm M4*0.75 HCVPC 5/16-M4*0.75 5/16 M4*0.75

HCVPC 08-M5*1 8mm M5*1 HCVPC 5/16-M5*1 5/16 M5*1

HCVPC 08-M6*0.75 8mm M6*0.75 HCVPC 5/16-M6*0.75 5/16 M6*0.75

HCVPC 08-M6*1 8mm M6*1 HCVPC 5/16-M6*1 5/16 M6*1

HCVPC 08-M8*1 8mm M8*1 HCVPC 5/16-M8*1 5/16 M8*1

HCVPC 08-M10*1 8mm M10*1 HCVPC 5/16-M10*1 5/16 M10*1

HCVPC 08-M10*1.25 8mm M10*1.25 HCVPC 5/16-M10*1.25 5/16 M10*1.25

HCVPC 10-M4*0.75 10mm M4*0.75 HCVPC 3/8-M4*0.75 3/8 M4*0.75

HCVPC 10-M5*1 10mm M5*1 HCVPC 3/8-M5*1 3/8 M5*1

HCVPC 10-M6*0.75 10mm M6*0.75 HCVPC 3/8-M6*0.75 3/8 M6*0.75

HCVPC 10-M6*1 10mm M6*1 HCVPC 3/8-M6*1 3/8 M6*1

HCVPC 10-M8*1 10mm M8*1 HCVPC 3/8-M8*1 3/8 M8*1

HCVPC 10-M10*1 10mm M10*1 HCVPC 3/8-M10*1 3/8 M10*1

HCVPC 10-M10*1.25 10mm M10*1.25 HCVPC 3/8-M10*1.25 3/8 M10*1.25

HCVPC 12-M4*0.75 12mm M4*0.75 HCVPC 1/2-M4*0.75 1/2 M4*0.75

HCVPC 12-M5*1 12mm M5*1 HCVPC 1/2-M5*1 1/2 M5*1

HCVPC 12-M6*0.75 12mm M6*0.75 HCVPC 1/2-M6*0.75 1/2 M6*0.75

HCVPC 12-M6*1 12mm M6*1 HCVPC 1/2-M6*1 1/2 M6*1

HCVPC 12-M8*1 12mm M8*1 HCVPC 1/2-M8*1 1/2 M8*1

HCVPC 12-M10*1 12mm M10*1 HCVPC 1/2-M10*1 1/2 M10*1

HCVPC 12-M10*1.25 12mm M10*1.25 HCVPC 1/2-M10*1.25 1/2 M10*1.25

MODEL Tube Size Thread Size

SCMPB 04-G1/8 4mm G1/8

SCMPB 04-M6*1 4mm M6*1

SCMPB 04-M8*1 4mm M8*1

SCMPB 04-M10*1 4mm M10*1

SCMPB 06-1/8 6mm R1/8

SCMPB 06-M6*1 6mm M6*1

SCMPB 06-M8*1 6mm M8*1

SCMPB 06-M10*1 6mm M10*1

SCMPB 08-1/8 8mm R1/8

SCMPB 08-M6*1 8mm M6*1

SCMPB 08-M8*1 8mm M8*1

SCMPB 08-M10*1 8mm M10*1

MODEL Tube Size Thread Size

SCMPL 04-G1/8 4mm G1/8

SCMPL 04-M6*1 4mm M6*1

SCMPL 04-M8*1 4mm M8*1

SCMPL 04-M10*1 4mm M10*1

SCMPL 06-1/8 6mm R1/8

SCMPL 06-M6*1 6mm M6*1

SCMPL 06-M8*1 6mm M8*1

SCMPL 06-M10*1 6mm M10*1

SCMPL 08-1/8 8mm R1/8

SCMPL 08-M6*1 8mm M6*1

SCMPL 08-M8*1 8mm M8*1

SCMPL 08-M10*1 8mm M10*1

MODEL Tube Size Thread Size

SCMPCF 04-G1/8 4mm G1/8

SCMPCF 04-M6*1 4mm M6*1

SCMPCF 04-M8*1 4mm M8*1

SCMPCF 04-M10*1 4mm M10*1

SCMPCF 06-1/8 6mm R1/8

SCMPCF 06-M6*1 6mm M6*1

SCMPCF 06-M8*1 6mm M8*1

SCMPCF 06-M10*1 6mm M10*1

SCMPCF 08-1/8 8mm R1/8

SCMPCF 08-M6*1 8mm M6*1

SCMPCF 08-M8*1 8mm M8*1

SCMPCF 08-M10*1 8mm M10*1

MODEL Tube Size Thread Size

SCMPCF 04-G1/8 4mm G1/8

SCMPCF 04-M6*1 4mm M6*1

SCMPCF 04-M8*1 4mm M8*1

SCMPCF 04-M10*1 4mm M10*1

SCMPCF 06-1/8 6mm R1/8

SCMPCF 06-M6*1 6mm M6*1

SCMPCF 06-M8*1 6mm M8*1

SCMPCF 06-M10*1 6mm M10*1

SCMPCF 08-1/8 8mm R1/8

SCMPCF 08-M6*1 8mm M6*1

SCMPCF 08-M8*1 8mm M8*1

SCMPCF 08-M10*1 8mm M10*1
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Lubrication Systems Fittings 润滑系统高压双密封接头

Double Sealing Male 

Adapter

双密封外牙直通接头 - 润滑高

压接头

Features 特点

迷宽压力范围: 0到400公斤

•全金属，镀镍黄铜阀体和夹头

•标准的Buna-N o形环可以根据要求更换为Viton®或其他材料。

•超长夹头提供更长的管支撑，可容纳3个o形密封圈

•由黄铜锻件制成的紧凑的黄铜阀体

•经过验证的夹头释放系统

•在暴露在环境中的夹头系统中没有槽或凹槽

•三o形环密封系统接受铜管和液体流体介质，无泄漏。

• Wide Pressure Range:  0 to 400 bar

• All-metal, Nickel-Plated brass body and collet

• Standard Buna-N o-rings can be changed to Viton®, or 

other materials upon request.

• Longer tube support offered by extra long collet, which 

holds 3 sealing o-rings

• Compact Brass bodies from Brass forgings

• Proven Collet release system

• No slots or grooves in Collet system exposed to 

environment

• Triple O-ring Sealing System accepts copper tubing as 

well as liquid fluid media with no leakage.

Lubrication Systems Fittings 润滑系统高压双密封接头

Specifications 技术参数 

应用：用于高压润滑系统管件快速连接密封

材质: 阀体和爪子: 镀镍黄铜

密封: NBR(可提供FKM或EPDM)

压力范围: 0 -最大400公斤(通常受所用管材类型的限制)

连接管: 尼龙管, 金属管

直径:公制管: 4毫米、6毫米、8毫米、10毫米; 英制管:1/4、3/8、1/2

螺纹:M4, M5, M6, M8, M10, G1/8, R1/8

温度-40℃~ 100℃(用NBR密封)

温度-20℃~ 230℃(用FKM密封)

Materials body and gripper: nickel-plated brass

Seals: NBR (FKM or EPDM is available)

Pressure Range: 0 - max. 400 bar (generally be limited by the 

type of tubing used.)

Tube to connect: Nylon, Metal Pipe

Diameters: Metric tube: 4mm, 6mm, 8mm, 10mm and Inch 

Tube: 1/4, 3/8, 1/2

Thread: M4, M5, M6, M8, M10, G1/8, R1/8

Temperature -40°C ~ 100°C (Use NBR sealing)

Temperature -20°C ~ 230°C (Use FKM sealing)

Double Sealing Male Elbow

双密封外牙弯头 - 润滑高压接

头

Double Sealing Female 

Adapter

双密封内外直通接头 - 润滑高

压接头

Double Sealing Union Tee

双密封等径T型三通接头 - 润

滑高压接头

Double Sealing Union Y

双密封等径Y型三通接头 - 润

滑高压接头

Single seal Male Branch Tee 

- High Pressure

单密封高压中间外牙三通 - 润

滑高压接头

Single seal Male Run Tee - High 

Pressure

单密封高压侧面外牙三通 - 润

滑高压接头

High Pressure Check Valve -Lubrication 

Systems (Lincoln type and BEKA TYPE)

高压润滑系统单向阀 - 林肯型和贝卡型

Lubrication Systems Fittings 润滑系统高压双密封接头




